
The one thing you can’t control is the great 
British weather!

If you have heavy rain the night before your 
big tournament, what will your bunkers look 
like in the morning?

Empty flooded bunkers quickly and 
effortlessly with the GreenTek Bunker 
Drainer.

The Bunker Drainer’s 5hp Honda engine 
 drives a heavy duty flexible drive shaft, with 
 high volume rotary impeller pump mounted 
 directly on the end of it.

Once started, simply place the pump head 
in the water. The Bunker Drainer does not 
 require priming which makes it far easier 
to use than conventional water pumps!

THE QUICK AND EASY WAY
TO EMPTY FLOODED BUNKERS

• Quickly empties flooded  bunkers, 
trenches and  graves

• No priming needed

• Powerful 5hp Honda engine

• Heavy duty pump handles  
muddy water

FAST
POWERFUL
EFFECTIVEBUNKER-DRAINER



Get in touch to find out more

Tel: 0113 267 7000 
Email: info@greentek.uk.com 
www.greentek.uk.com

GT2301

WATCH THE
 VIDEO

Technical Specifications
Engine: Honda GX160 5hp

Pump: Heavy duty 50mm submersible pump 

 designed to handle sand and solids

Hose:  10m of 50mm lay flat hose included 

 (20m option available)

Drive Shaft: 5m flexible with quick connection on 

 to the power unit

Options: Additional drive shaft with Vibrating 

 Poker attachment ideal for concreting work

Pump handles muddy water

*  For details of 5 Year Parts and Labour Warranty, see www.greentek.uk.com BUILT IN BRITAIN

BUNKER-DRAINER

No priming needed Can be used in trenches and graves Includes 10m hose


